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PRODUCT SHEET 
SCHEDA PRODOTTO

Catena per altalene
Chain for swings

Finitura Finishing
• Zincata a caldo  
   Hot dip galvanized
• Acciaio inox Aisi 316 L (1.4404) lucida
  Stainless steel Aisi 316 L (1.4404) polished

Imballo Packaging
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22
24

H 
mm 

17
21
20,4
21,4
23,8
27,2

peso kg/mt 
weight kg/mt 

0,51
0,46
0,81
0,90
1,07
1,41

zincata a caldo  
hot dip galv. 
Cod. art / Art. code

C03050CF
CDI050CF/27
C03060CF
CDI063CF
C03070CF
C03080CF

Acciaio Inox   Stainless steelAcciaio  Carbon steel

inox 316  
inox 316  
Cod. art / Art. code

C03050CB
CDI050CA/27 (AISI 304)
C03060CB
CDI063CB
C03070CB
C03080CB

Il Catenificio Rigamonti ha una notevole esperienza nella realizzazione di catene impiegate nelle aree di giochi e nei parchi divertimento 
(ad esempio nella realizzazione di altalene o giostre a catena). Le catene sono realizzate con severi controlli e sono a norma ISO 1834 
e EN 1176 (normativa europea che stabilisce i criteri di sicurezza ed i criteri di progettazione delle attrezzature per i parchi giochi). Le 
catene sono calibrate ed a maglia corta, sono prive di sbavature e con una superificie liscia e pulita. Inoltre viene garantita un’apertura 
delle maglie inferiore a 8,6 mm (v. figura).

Catenificio Rigamonti has considerable experience in the production of chains used in play areas, playground and adventure park (for 
example in the construction of swings or chain carousel). The chains are made under strict controls and are in accordance with ISO 1834 
and EN 1176 (European standard that establishes safety criteria and manufacturing criteria for playground equipment)
The chains are calibrated and short links, they are free of burrs and with a smooth and clean surface. Furthermore, an internal opening 
of less than 8.6 mm is guaranteed (see figure).
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Figura  Figure
< 8,6 mm


