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PRODUCT SHEET 
SCHEDA PRODOTTO

Catena per spandiletame e di pulizia stalle
Manure spreader and loading wagon chain

Finitura Finishing
• Acciaio legato trattato termicamente - grezza o lucida  
   Alloy steel heat treated - raw or polished 
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Applicable normes: DIN 32895( sizes, tolerances) and others
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h  
mm 

11,4
12,5
13,8
13,2
15
15,4
18
16,3

dimensione e tolleranze 
su 11 maglie (mm) 
dimensions and tolerances 
over 11 links (mm)

341 (+1,5;-0,8)
385 (+1,7;-0,9)
418 (+1,2;-1)
341 (+1,5;-0,8)
396 (+1,8;-0,9)
418 (+2;-1)
396 (+2;-1)
485 (+2,2;-1,1)

peso Kg/mt 
weight Kg/mt 
 

1,25
2,17
2,02
2,70
3,10
2,95
3,95
3,82

trattata lucida  
heat treated polished
Cod. art / Art. code

C10080CC/31/19MNB4
CDI100CC/35/19MNB4
C10100CC/19MNB4
C03110CC/19MNB4
C03120CC/19MNB4
CDI120CC/19MNB4
C03130CC/19MNB4
C02130CC/19MNB4

* Misure e tolleranze in accordo alla norma DIN32895.  Sizes and tolerances acc.to DIN32895.

Pesi e tolleranze sono meramente indicativi. E’ possibile realizzare catene con tolleranze più stringenti: per maggiori informazioni contattate l’ufficio commerciale.
E’ possibile fornire la catena in matasse di qualsiasi metratura oppure in lunghezza continua con imballo a scelta del cliente. 
Weights and tolerances are purely indicative. It is possible to make chains with stricter tolerances: for more information contact the sales office.
It is possible to supply the chain in bundles of any lenght or in continuous length with packaging chosen by the customer.

H  
mm 

28.1
34
34,4
40
40,8
40,4
47
44,2

Acciaio  Carbon steel Acciaio legato  Alloy steel


